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Northwest Clean Air Agency (NWCAA) hereby issues 
Order of Approval to Construct (OAC) 1089b 

Project Summary: Installation and operation of a natural gas-fired package boiler to maintain 
dry kiln operation during main boiler down-time. 

Approved Emission Unit: 

• One Apache 2,200 bhp Scotch Marine boiler (95 MMBtu/hr) equipped with low-NOx burners 
and flue gas recirculation. 

Owner /Operator Facility Name and Location 

Sierra Pacific Industries 
Sierra Pacific Industries 

P.O. Box 496028 
14353 McFarland Road 

Redding, CA 96049 
Mount Vernon, WA 98273 

Contact: Brad Gould, Manager 

Permit History 

• As of the date of issuance, this Order supersedes NWCAA OAC 1089a issued November 14, 
2014. 

Note that in addition to other applicable rules and regulations, the approved emission unit is 
subject to applicable portions of the following federal regulations: 

New Source Performance Standards CNSPS} 

• 40 CFR 60 Subpart A - General Provisions 

• 40 CFR 60 Subpart De - Standards of Performance for Small Industrial-Commercial­
Institutional Steam Generating Units 

National Emission Standards for Hazardous Air Pollutants CNESHAP} 

• 40 CFR 63 Subpart A - General Provisions 

• 40 CFR 63 Subpart DDDDD - National Emission Standards for Hazardous Air Pollutants -
Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating 
Units 
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Sierra Pacific Industries 
OAC 1089b 

August 31, 2021 

Issuance of this Order is authorized by Northwest Clean Air Agency Regulation Section 
300. The Owner/Operator must comply with the following restrictions and conditions1 : 

(1) Visible emissions from the boiler stack shall not exceed 5% opacity for more than 3 minutes 
(aggregate) within any 60-minute period as determined by Washington State Department of 
Ecology Method 9A. 

(2) Fuel combusted in the package boiler shall be limited to natural gas only. 

(3) Emissions of NOx from the boiler stack shall not exceed 1.7 lb/hr (1-hour average). 

( 4) Emissions of CO from the boiler stack shall not exceed 50 ppmvd corrected to 3% oxygen 
(1-hour average). 

(5) Compliance with Conditions 3 and 4 of this Order shall be demonstrated by the average of 
three 60-minute test runs. During the test, the boiler shall operate at 90% or greater 
average firing rate capacity. Alternative test methods and/or reduced operation rate may 
only be used with advanced written approval from the NWCAA. 

(A) Source performance testing shall be conducted in accordance with NWCAA Regulations 
Section 367 and NWCAA Appendix A, using the following test methods 

(1) NOx - 40 CFR Part 60 Appendix A Methods 7E and 19 

(2) CO - 40 CFR Part 60 Appendix A Method 10 

(B) During the performance tests, fuel use shall be continuously recorded and included in the 
source performance test report as raw data and in summary form. The heat content of 
natural gas shall be 1042 Btu/scf or obtained from the natural gas supplier during the 
test. The Fd factor for natural gas shall be 8,710 dscf (exhaust)/MMBtu heat input. 

(C) The first test shall be conducted within 250 days of the date of issuance of this order. 
Subsequent tests shall be performed not more than 12 months from the date of the 
previous test. 

(6) A written operating and maintenance (O/M) manual shall be kept on site and up-to-date for 
the boiler. The O/M manual shall include practices for maintaining good air pollution 
control. Follow O/M practices at all times. 

1 Nothing in this permit is intended to, or shall, alter or waive any applicable law [including but not limited to defenses, 
entitlements, challenges or clarifications related to the Credible Evidence Rule, 62 FR 8315 (Feb. 27, 1997)] concerning 
the use of data for any purpose under the Act, generated by the reference method specified herein o~ otherwise. 

Pursuant to Section 300.10 of the NWCAA Regulation and ch 43.21B RCW, this Order may be appealed to the Pollution 
Control Hearings Board (PCHB). To appeal to the PCHB, a written notice of appeal must be filed with the PCHB and a copy 
served upon the NWCAA within 30 days of the date the applicant receives this Order. Additional information regarding 
appeal procedures can be found at: http://www.eluho.wa.gov/ under PCHB. 
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cs 
Engineer 

Agata Mein 
Engineering 

August 31, 2021 

Revision a: Replaced hours of operation of the boiler with capacity factor in Condition 1. 
Removed notification of startup condition. Removed testing provision and NOx and CO limits since 
original permit called only for initial testing. 

Revision b: Removed the capacity factor limitation. Reintroduced periodic testing. 
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